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44 / Preumatic Type Series : Phoenix Vertical Series

Phoenix Vertical Series

Picker for
Vertical Injection Machine

Picker for Vertical Injection Machine/ 45

PVOOORT
Model: 450/650/850
R : Swing60-90°
No signal no swinging
T : Jigswing 180"
No signal no swinging

Single stage/
Telescopic type

—

Crosswise

Steel frame structure

-

Arm linear slide rail/
Crosswise
linear guide rod

Keep running, Keep Innovating
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46 / Pneumatic Type Series : Phoenix Vertical Series

/ Phoenix Vertical Series

k1 A

30-300T 1 kg

Clamping force Load

©

+0.2 mm

Repeat accuracy

£ O

1.3sec

Dry take out time

4.0 sec

Dry cycle time

PV series is applicable to vertical injection molding machine ranging from 30 tons to 300 tons. Models are PV450/

650/ 850RT with side—entry stroke of 450mm to 850mm.

/ PV450/ 650/ 850 RT
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Model A B (min) B (max) C D E F
PV450(R)(T] 685 105 (185) 405 (485) 450 295 (335) 135 1110 (1150)
PV650(R)(T] 685 105 (185) 405 (485) 650 295 (335) 135 1230 (1270)
PV850 WRT 690 190 540 850 350 140 1070

* All statements here subject to change without advance notice.

/ General Specification

Picker for Vertical Injection Machine / 47

Power Capacity i i
Power Source (KVA) Working Pressure Max. Allowed Pressure Drive System
10 AC220V £20V 0.2 5Kgf / cm? 8Kgf /cm? Pneumatic
50/60HZ : 0.49Mpa 0.8Mpa Cylinder
/ Main Specification

Model PV450/R/TIRT PV650/R/T/IRT
Recommended |.M.M. (ton) 30-60 50-160

Side—entry Stroke (mm) 450 650

Vertical Stroke (mm ) 75 75

Swing angle (degree)

Standard no swing/ Option R: 60-90 °

Standard no swing/ Option R: 60-90 °

Gripper Rotate(degree) Standard no swing/ Option T: Swing 180 °  Standard no swing/ Option T: Swing 180 °
Max.Loading (Kg) 1 1

Dry Take Out Time (sec) 1.3 1.7

Dry Cycle Time (sec) 4.0 4.5

Air Consumption ( Nl/cycle ) 11 14

Net Weight (Kg) 22 26

Model PV850/R/T/RT

Recommended I.M.M. (ton) 160-300

Side—entry Stroke (mm) 850

Vertical Stroke (mm) 200

Swing angle (degree)

Standard no swing/ Option R: 60-90 °

Gripper Rotate(degree) Standard no swing/ Option T: Swing 180 °
Max.Loading (Kg) 1

Dry Take Out Time (sec) 1.9

Dry Cycle Time (sec) 5.8

Air Consumption ( Nl/cycle) 14

Net Weight (Kg) 50

* All statements here subject to change without advance notice.
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