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R azfarobo
Power Source Working Pressure Max. Allowed Pressure Drive System Swivel lfﬂ
. ’ Robotic Automation
1PAC 220V210V 5Kgflcm’ TKgtlem’* 90° Fixed

50/60HZ 0.49Mpa 0.7Mpa By Pneumatic Redstone
Main Specification
Model R700 R900 R1100 R1400

385 S3/85 WS/WD-83/85 WS/WD-83/85 C \& o
UNG
Power Capacity(KVA) 24 24 32 32
Recommended L.M.M.
(ton) 50-200 200-350 300450 550-800
Traverse Stroke(mm) 1500 (1800) 1500 (1800) 1800 (2000) 2000
i S3P: 500 S3P: 700 S3P: 820 S3P: 1000
(iR Gl S5:P:500 R: 300 S5P:700 R: 400 S5:P:620 R:620 S5:P:800 R: 800
Vertical Stroke(mm) 700 900 1100 1400 Explorer
Max. Loading(Kg) 5 5 12 12
Bomarc
Dry Take Out Time
o) 12 16 18 22
Dry Cycle Time(sec) 45 55 65 8.1 _
Vantage
Air Consumption
(NL/cycle) 4 g e S
Net Weight(kg) 350420 380-460 440-490 480-540
“P" denoted "Product arm' “R” denoted “Runner arm RIOWD-S5: 5 axis servo molor, Double arm, Telescopic
Model denoted: 1: Single stage W Telescopic type R1100WS-53: 3 axis servo motor, Single arm, Telescopic
D: Product arm + Runner arm (Double arm) S: Product arm (Single arm) B ———
L Transporter

Belt Conveyor

Aaifarobot
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o
Suzhou Factory
o

Model A B Cc D E E G H I J K L M N o P Q

1610 860
R7001(W) 980

(410 570 kY 50| 150 ) o0 12 2110 300 1500 195 350 200

1620 (190) (200) (150) gy (180) (205)
ROOOW) (1530 1060 (900)

510
. Dongguan factory: Suzhou factory:
R 1770 1370 1160, s 2450 e Add: Xiangwei Community, Dalang Add: Weitang Town, Xiangcheng
650 240 260 150 240 270 450 260 450 250

R1400(W) 1900 1460 1340 1200 2600 2000

Dongguan Atta Automatin Technology Limiec
v g FAX: +86-769-8860 2.
Al statements here subject to change without advance notice. Alfa Industrial Corporation E-mail: info@alfarobo
URL: www.alfarobot.com

zhou@alfarobot.com




CNC AC Servo Beam ROBOTS

; i M Funet Redstone Series for 50T to 800T .
3 axis/ 5 axis Servo Motor System Function Redstone Series for 50T to 800T

High-
e LB andard
Description configurate ; i
+ system LT System {7 s;'s« = Model (s eae| o | L e Single stage/ Single arm
i R700-R900 50T to 350T Hw Single am 3axis
Displ 7.0inch  3.5inch 1 !
isplay screen size incl incl 7.0inch R1100-R1400 350T 10 800T W Douleams 5 axis %

Touch panel
Pendant
Controller USB

Manual operation safety switch

Storage
e c?«y Number of mould data sets
T Dﬂ'l“ - Touse USB to copy same mold data from same
ransmission el robot to another one to operate.
Function
Teach program
Operation
e Fixed mode
Oft-line edit

Linear Circular
Simultaneous movement

Loops, Jump, Stack, Compare, Judgement,
Program Arithmetic calculation
Function  Waiting position in side the mold,

Single step operating

Standard stacking program
Stacking
Fi i
unction -\ on-standard stacking program

Operation record

Record

Foriton Alarm record
1/O record

Sampling, Exclude the first few products,

QC Function  Romoe rejected part, Production statistics

It will alarm while position setting is out of range,
Safety and the setting is not be stored.
Protective
Motion When triggering the hardware limit signal,

it will stop and alarm.
User Multiple users management

Spare I/0 port  Standard spare Input/ Output

Standard circuit: 2 vacuum, 2 grip )

EOAT Circuit -
Option - Max. extending circuit vacuum /

IMM Interface  Option - EUROMAP 12 or 67

Application Insert, In-mold labeling (IML) etc.

ard function

.‘;‘nmfn obot Keep Running Keep Innovating

4 vacuum /
8 grip circuits 4 grip circuits 4 grip circuits

‘without this function

1: Single Stage W: Telescopic Ty

3 axis: Traversa (¥), Crosswise (X), Vertical 2)

5 axis: Traverse (Y), Main arm Crosswise (X1), Main arm Vertical (21),
Sub arm Crosswise (X2), Sub am Vertical (22)

Maarobot ©

Telescopic type/ Double arms

Y+

Telescopic Arms

Telescopic type robot adopts high rigidity inear
guide and alloy aluminum beam, together with
specially designed bel, greatly shortens the
height of the vertical arm. Ful stroke of the
structure can be achieved by half stroke of the
cylinder. It not only can increase s

stabilty of the vertical stroke, but also can be
applicable o low workshop.

alt

Structure

Strong rigidity, all axis apply advanced
imporled high igity finear guide, can bear
high loading and high speed motion, long
uselfe. It applies precision planetary gear
head reducer, with precision up (o 20, imm.

Swivel Structure

Coordinate with mold 1o realize take-out
product or sprue. Fixed swivel angle is 90
degree.




